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[;Qmpanu Profile OH Precision ﬂ

O Precision Corp. has almost 20 years of manufacturing experience of ultra-high

pressure waterjet components for cutting and surface preparation application. As
ourexperience accumulated, OH Precision started to design and manufacturetriplex plunger
pumps of pressure up to 60,000 psiand various flowrates, and accepted customized purchase
orders. The spare part production quality is under stringent control and we unceasingly
research and improve on the design manufacture of components and pumps. Our aim is to
manufacture and develop ultra high pumps with the high efficiency and reliability, units and
accessories for waterjet technology to supply anywhere.

We uphold the spirit of honesty and professionalism to provide perfect services to customers.
Based onthecustomers'experiencesand opinions, wecanimprove our products unceasingly.
We are well-known for being a technology-based company in the industry and we, water jet
pump manufacturer, are your best choice.
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0 HF'recisiun’s pumps have been used in industries widely for many years. Especially,
the direct-drive type pumps are compact, powerful, and cost efficient. The operating

pressure Is up to 55,000 psi.

This section features the intensifier pump - 5060i, and the direct-drive type pumps,

UH-40N, UH-100N, UH-210N , and UH-300N Series.

INTENSIFIER PUMP - 5060i

With Cover - Without Cover

N\ 3 .
-
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Specification
Hydraulic Pump 126 Ipm (33 gpm)
Max Hydraulic Pressure 210 bar (3,000 psi)
Researvoir 165 liter (44 gallon)
Inlet Water Pressure 2.5 bar — & bar (36.3 psi - 116.0 psi)
Max Single Orifice Diameter v
(@ full pressure) 0.33 mm (0.0137)
Model Type Maximum Operating Pressure Maximum Flow Rate
SOB0 i Imtensifier (20:1) 4,130 bar / 60,000 psi 3.791pm /1.0 gpm

Intensifier Parts

Short block, Intensifier Attenuator
Max Praessure 4,138 bar (60,000 psi) fax Pressure 4,138 bar (60,000 psi)
Max Flow Rate 455 Ipm (1.2 gpm) Volume 2 lifre
Weight 48.0 kg (105.8 |bs) Waight 134 kg (295.4 |bs)
Fart Number 700329 Fart Number 700404
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UH-50N SERIES

Features

*  Triplex Plunger Pump
»  Low noise level

= Compact

= Green energy

Applications
«  \Waterjet Cutting
*  Pressure Test

Specification

Madel UH-50N
Stroke 4445 mm (1.75")
Weight 100 kg / 221 |bs
Dimension 649 x 416 x 305 mm (25.6" x 16.4" x 127)
Plunger Size 10 mm
Max Operating Pressure 2,000 bar / 28,000 psi
Max Flow Rate 10 lpm [ 2.6 gpm

L)
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UH-100N SERIES

Features

= Built-in Gear Box

* Inforced Lubricating System

«  Compact

« Qi Coolant Optional

«  Drive Shaft is Optional on
Either Side

Applications
+  Water Blasting

SI‘JEEiﬁCHﬁGH «  Concrete Demaolition
*«  Runway Cleaning
Stroke 60 mm (2.36%) §
Weiah 575 OB Ih *  Paint Removal
: = _t 0 { & *  Heat Exchanger Cleaning
Dimension 861 x 748 x 378 mm (33.97 x 29.5" x 14.97)

* Tank and Vesse| Cleaning

Pump Options
(@) Direct Connection (b) With Gear Box (c) With Flange & Gear Box

Conversion kits

OH Precision currently offers pump conversion kits for UH-100N
pump. The conversion kits can be changed to meet different pressure
and flow rate requirements due to the work area and maximize the
pump's investment. Please Contact our sales and they will be glad to
give you with more information.

Model Plunger Diameter Maximum Operating Pressure Maximum Flow Rate
12 mm 2,800 bar / 40 600 psi 14.5 [pm /3.8 gpm
UH-100N 14.26 mm 2,500 bar / 36,250 psi 20.5|pm / 5.4gpm
16 mm 2,200 bar / 31,900 psi 258 lpm /6.8 gpm

UH-100E Unit, Electric UH-100D Unit, Diesel

5 Contants are sugect (o change without notce
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UH-100N Technical data
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Gear Ratio 1:2.423 1: 3.04
Power Speed (rpm) 1,500 1,800 1,500 1,800 2,000
Pump Speod (pm) 619 743 483 502 BS54
Pk Damakar Flow Rats, Q {lpm | gpm)
12mm 122433 146/ 30 0726 1M6/39 120734
Pressure (bar / psi) Required Power Rating (kw | HP)
2.800° | 40,600° 65 / 86 771103 51/ 69 82/ B2 69/ 01
2500 ¢ 36250 58I TT 69 | o3 46 [ 61 55173 61/82
2,200/ 31,900 51/ 68 81181 40754 49 /85 54/ 72
1,600/ 27 550 44 | 58 53170 a5 147 42 / 56 47 | 62
1,800 23,200 37/ 49 44159 20/39 35/ 47 10/ 52
Plunger Diameber Flew Rate, Q (lpm | gpm)
14.26 mm 172145 | 206/54 | 1736 | 165743 183/48
Préssure (bar | psi) Required Power Rating (kw | HP)
2,500° [ 36,250° 817108 65/ 86 781 104 861 115
2,200 7 31,900 72165 B6 /115 57176 69 /91 761 101
1,900/ 27,550 62 /82 74199 49/ 6B 50/ 79 66 / B8
1,600 | 23,200 57/ 69 63783 42 /55 50 / 66 5574
1,300 / 18 850 42 | 56 51/68 34/ 45 40/ 54 45/ 60
Flunger Diametar Flow Rate, Q (lpm | gpm)
16 mm 27i57 | #0/69 13/46 | 227/55 | 230761
Pressure [bar | psi) Required Power Rating (kw | HP)
2.200° | 31,900° 90/ 120 72106 86/ 115
1,000/ 27 550 781 104 62/83 74 /00 83/ 110
1,600 / 23,200 66/ B7 781105 52770 63/ 84 70193
1,300 / 18,850 53/ 71 64785 42757 51/ 88 5775
1,000/ 14500 41755 48 | 66 33744 34/ 52 44 [ 58
1HP=0.75 kw

*Maximumpermissiblecperating pressure

1 liter =0.264 U5 gallon

Contants are sugect (o change without notce
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UH-210N SERIES

Features

* Cemamic Plungers

*  |ncorporated Gear Box
*  Qil Coolant System

*  Easy Field Maintenance

Applications

«  Water blasting

* surface preparation
«  Paint removal

+  Concrete Demaolition
*  Runway cleaning

Specification

Stroke 80 mm (3.547)
Weight 531 kg (1170 lbs)
Dimension 1148 x 738 x 441 mm (45.2" x 28.08" x 17.38")

Conversion kits

OH Precision currently offers pump conversion Kits for UH-210N
pump. The conversion kits can be changed to meet different pressure
and flow rate requirements due to the work area and maximize the
pump's investment. Please Contact our sales and they will be glad to
give you with more information.

Model Plunger Diameter Maximum Operating Pressure Maximum Flow Rate
16 mm 2,800 bar [ 40,600 psi 27.0lpm/ 7.1 gpm
UH-210N 18 mm 2,500 bar [ 36,250 psi 341 1pm/ 29.0gpm
20 mm 2,200 bar / 31,900 psi 422 1pm{ 11.1 gpm
22 mm 1,900 bar f 27,550 psi 51.0lpm /13.5 gpm

UH-210E Unit, Electric UH-210D Unit, Diesel

T Contants are subject o changs withoul notce
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UH-210N Technical data

i

Gear Raho 135 140
Power Spaed (rpm) 1,500 1,800 1,500 1,800 2,000
Pump Speed (rpm) 420 514 ars A50 500
Phunger Dismetor Flow Rate, Q (lpm / gpm)
16 mm 2550 270071 1WyI52 230662 G260
Prossure | bar / psi) Required Power Rating (kw | HP)
2,800 { 40 600" 118/ 150 143 191 104 /939 125/ 167 139/ 185
2500 1 36250 106 7 142 1281170 G314 1121149 124 / 166
2,200/ 31,900 o4 1 125 112/ 150 82 /100 08 f 131 109/ 146
1,800 27 550 B1/108 a7 /129 71784 B5/113 094 /126
1,600/ 23,200 &R 101 821109 B0/ 70 71105 79/ 106
Plunger Dismolos Flow Rate, Q (lpm / gpm)
18 mm 205/75 |  mire0 | za0i88 | 20479 2788
Prossure { bar | psi) Required Power Rating (kw | HP)
2 500" | 36, 260¢ 135 / 180 162 215 118 1 157 141 { 189 157 1 208
2200 1 31,900 1194 158 142 1 190 104 /138 124 1166 138/ 184
1,000/ 27,550 102/ 136 173/ 164 ap i 119 107 7 1423 118 1 159
1,600/ 23 200 85 { 115 103/ 138 751101 80/ 121 101/ 134
1,300/ 18,850 70/93 B4 /112 61/82 T4 194 821109
Plunger Dismelor Flow Rate, Q (ipm | gpm)
G 351093 | 422/ma ] sowrer | ssaved 41.0/10.8
Pressure | bar / psi) Reguired Power Rating (kw ! HP)
2.200° { 31, 800" 146/ 105 128 /171 154 | 205 171028
19001 27 550 126 7 168 152 1 202 111 1 147 1334177 147 { 197
1,600/ 23,200 106 142 128 170 o3 f 124 112/ 149 124 | 1656
1,300 1 18 850 BE /115 104 {138 T6 7104 g1/ 121 10171144
1,000/ 14 500 B / &0 IR 5078 7083 781 103
Plunger Diameter Fiow Rate, Q (lpm | gpm)
22 mm 425/12 510/135 ar3ioA 4467118 4061131
Prassue | Bar | psi) Required Power Rating (kw | HP)
1,900 1 27 550" 1537 204 134 /178 1614214
1,600 23 200 1201172 154 | 206 1134 150 1351180 150/ 200
1,300/ 18,850 106 /130 126 / 167 a2 122 10/ 146 122/ 163
1,000/ 14,500 B0 1 107 o7 | 120 70/ 04 B4 1113 o4 f 125
*Maximumpermissibleoperating pressure 1 HP=0.75 kw

1 liter =0.264 US gallon

Contants are sugect (o change without notce 3
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UH-300N SERIES

Features

«  Wide Pressure Range

= Ceramic Plungers

*  Built-in Gear Box

* Qi Coolant System

* Easy Field Mainienance

Applications
«  Water blasting

+  Concrete Demaolition

Specification «  Tank and Pipe Cleaning
Stroke 130 mm (5.127)
Weight 610 kg (1345 Ibs)
Dimension 1394 x 796 ¥ 524 mm (549" X 31.3" x 20.67)

Conversion kits

OH Precision currently offers pump conversion Kkits for UH-300N
pump. The conversion kits can be changed to meet different pressure
and flow rate requirements due to the work area and maximize the
pump's investment. Please Contact our sales and they will be glad to
give you with more information.

Model Plunger Diametear Maximum Operating Pressure Maximum Flow Rate
18 mm 2,800 bar [ 40,600 psi 48.3 lpm / 13.0 gpm
20 mm 2,500 bar f 36,250 psi B0.2lpm / 16.1 gpm
UH-300N 22 mm 2,200 bar [ 31,800 psi 73.7 lpm { 19.5 gpm
24 mm 1,800 bar / 27 550 psi B7.7 lpm / 23.2 gpm
26 mm 1,200 bar f 18,850 psi 102.9 lpm / 27.2 gpm

UH-300E Unit, Electric UH-300D Unit, Diesel

9 Contants are subgect (o change without notce
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UH-300N Technical data
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Gear Rata 3335 14618
Fower Speed (pm) 1,500 1,800 1,500 1,600 2 000
Prmp Speed (rpm) 420 514 325 300 433
Plunger Diameter Flow Rate. Q (lpm 7 g
18 mm 411/109 | 493130 | a2 | arasse | #15im0
Frogsure ( bar /e Required Power Rating (kw / HP)
2.800" | 40,600° 218 200 165/ 220 168 i 264 220/ 293
2,500 1 36,250 195 / 250 23331 147 1 197 177 1236 197 1 262
2200/ 31,900 171/ 228 205 1 274 130/ 173 156 { 208 1731 231
1 900 1 2T 550 148 /197 1T 237 112 /149 134 /1749 149 1 194
1,600 1 23 200 124 1 166 149 1 109 a4 126 11375154 126 T 168
Plunger Diameter Flow Rate, Q fipm / gom)
20 mm 507/134 | e0o/i6% |  3ssiw02 | asisizz 5437135
Pragaure | har / pel) Required Power Rating (kw | HP)
2500 { 36 250° 2401 320 1821 243 218 1 201 2431373
2,200 { 31,900 211282 2531338 160 / 213 192 | 256 213/ 285
1,900/ 27 550 183/ 243 219/ 2 138/ 1584 166/ 21 184§ M6
1,600 { 23,200 154 1 205 184 / 246 116/ 155 140/ 186 155 f 207
1,300 / 18,850 1251 166 150 / 200 5 [ 126 114 / 151 126 [ 168
Plunger Diameter Fow Rats, Q (lpm / gom)
22 mm 6141162 |  7avi1es | 4essi23 | sseii4v 6201164
Fressure [ bar / psi) Required Power Rating (kw ! HP)
22000 1 31,800° 164 | 258 23343
1,900 { 27,550 221 1 204 167 1 223 201 { 268 2231 297
1,600 / 23,200 186 | 248 2231298 141/ 188 169 / 225 188 [ 251
1,300 / 18,850 151 1 201 181242 114 /153 137 / 183 153 [ 204
1,000/ 14,500 116/ 155 139/ 186 88/ 17 106 / 141 117 1157
Plunger Diameter Flow Raie, Q {lpm / gpm)
24, r3at/183 | ervizmz | 554/146 | 6641175 7381195
FProgsura ( bar ¢ per) Reguired Power Rating (kw / HP)
1.000° / 27,550° 1090 { 266 739/ 319
1,600/ 23,200 221 | 265 168 / 224 201/ 268 224 [ 298
1,300/ 18,850 180 | 240 216/ 288 136 / 182 164 218 182 [ 242
1,000/ 14,500 1387 184 166 { 221 105 ( 140 126/ 168 140 [ 186
Plunger Diameter Flow Raie, O (lpm / gpm)
26 mm Bs8/226 | we2e/w2 | esor172 | 7801208 866 /229
Pressure { bar / psi) Required Power Rating (kw / HP)
1,300° / 18,850 211 { 284 2531338 160/ 213 192 | 266 213/ 184
1,000 1 14,500 162 1 216 195 1 260 1231 164 148 1 197 164 1 219
*Maximum permissiblecperating pressure 1 HP=0.75 kw

1 litter =0.264 US gallon

Contants are subgect (o change without notce 10
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O Precision provides water blasting handguns for the surface preparation and tube
cleaning. Using high strength stainless steel and precision manufacturing process

ensures the endurance and durability of these products.

In order to use the water blasting handgun more conveniently for operators, the dump-

style jetlance is designed with low trigger force, less than 2 kg, reducing operators’

tiredness effectively. Thus, the life of the cartridge is increased and the cost is low.

DUMP-STYLE JETLANCE
Max Pressure 3,000 bar (43,500 psi)
Max Flow Rate 38 lpm {10 gpm)
Barrel Length 90cm (35.4")
Weight 6.0 kg (13.2 lbs)
Part Number | 80109101 |
FEATURES
» The quick-change cartridge

= The low trigger force

Low Trigger Force Connection Option Nozzle Option
less than 2 kg force {a) Water Inlet One Jet Bit
(approx. one or two fingers’ 9/16™ HP LH Female Self-Rotating Nozzle

3/8" HP connector

DRY SHUT-OFF JETLANCE
Max Pressure 3,000 bar (43,500 psi)
Max Flow Rafe 38 lpm {10 gpm)
Barre! Length 90cm (35.4")
Weight 4.0 kg (BB |bs)
Part Number | 802054 ]
FEATURES

« The quick-change cartridge
- The low trigger force

If

(a)

Low Trigger Force Connection Option Nozzle Option
less than 2 kg force {a) Water Inlet One Jet Bit
' 9/M&" HP LH Female Self-Rotating Nozzle
(approx. one or two ﬂngers force) g

38" HP connector

11 Contants are subgect (o change without notce
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(@) AIR DRIVEN JETLANCE
Max Pressure 3,500 bar (50,750 psi)
Max Flow Rate 26.5 lpm (7 gpm)
Max Spsed 3,000 rpm
Air Requirement | 15 Vs @ 6.2 bar {30 scfm)
Weight 4.8 kg (10.9 Ibs)
(d)
b) [ Part Number | 800191
FEATURES
« Variable Speed Rotation up to 3,000 rpm
; + Light Weight
Connection Option + Very easy maintenance
(a) Water Inlet {c) Second Safe Trigger
34-16UNF, 3/8" HP Hose {d) Cleaning Nozzle
(b} Air Inlet

178" PT air ube

ROTARY LANCE
Max Speed 400 rpm
Air Consumpfion 80 psi @ 30 cfm
Torgue Max. 34 n-m (25 ft-lbs)
Weight 6.0 kg (13lbs)
High Prassura
Max Pressure 2. 760bar (40,000 psi)
Max Flow Rate| Up to 38 Ipm (10.0 gpm)

Part Number | 800401

Middle Pressume

Max Pressure 1.500 bar (21,700 psi)

Max Flow Rata Up to 75 lpm (20 gpm)

Connection (b) | Part Number 80040103
(a) Water Inlet
High Pressure  1-1/8-12UNF, 8/16” tubing FEATURES
Middia Pressure 13/16-16UNF, 916" tubing + Air-powerned

T « |ts high torgue
(b) Adr In for the heat exchanger and tube cleanng

3/8"PT + QUICK FITTIMNG « Very easy field maintenance
« Different swivels to meet work's needs

Contants are subgect (o change without notce 12
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O H Precision provides compact valves with different function, high endurance and

durability, and easy field maintenance.

All of them are used to match the different pressure and flow rate for the appropriate

applications.

PR-8, PRESSURE REGULATING VALVE
Typa Mormal Open
Pragsuns Range 500 - 3,800 bar :
{7.250 - 55,000 psi)
Max Flow Rate 7.6 Ipm (2.0 gpm)
Air Source Regquirament 1-7 bar
Weight 2.0kg (4.41 Ibs)
Part Number | 700580
Reguhﬁng Requirement
Frecision air regulating valve 3 part 2 position solenoid valve

FEATURES

Using this valve, there is no the variable-frequency drive operating
the maotor for the different cutting pressure.

SPRING SAFETY VALVE

1,000-3,000 bar
Fressure Range (14,500-43,500 psi)
Part Humbﬂrl BOO127 I

FEATURES

The safely walve with the spring and the seal is available with
pressure rating from1,000 bar to 3,000 bar. (14,500 psi to 43,500 psi)

RUPTURE SAFETY VALVE
By ol 1,000-3,000 bar
] (14,500-43,500 psi)
Part Number | 80031304-XX |

FEATURES

The safety valve with the replaceable tubes |s available with pressure
rating from 1,000 bar to 3,000 bar. (14,500 psi to 43,500 psi)

.- fi-‘ \

>
e
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Versatility

Pressure regulating and bypass
functions switch from each other
by changing 2 parts.

BYPASS VALVE PR-30, PRESSURE REGULATING VALVE
Type MNormal Cpen Type Mormal Open
Air Source Requirement 35-65bar 500-3,400 bar
Dimension $ 190x153 mm i (7.250-50,000 psi)
Weight 5.3kg (2.4 Ibs) Max Flow Rate 30 Ipm (7.9 gpm)
Air Source Requirement 1-5 bar
EHOFTessUn {Air Prassure @ 2.5 bar while Water Pressure @ 2000 bar)
hax Pressure 3,100 bar (45,000 psi) Bimansion $ 190x153 mm
Max Flow Rata 45 lpm (12 gpm) Weight 5.3 kg (2.4 Ibs)
Part Number BED1D01-HP
Middle Pressure | Part Number | 800975 |
Max Pressure 1,500 bar (21,700 psi) Regulating =
Max Flow Rafe 80 lpm {21 gpm) o : : - -
Pracision air regulating valve 3 port 2 position solenaid
| Part Number | 801001-MP | valve
FEATURES FEATURES

Bypass valve is used on high pressure pumps. It can be  Pressure Regulating Valves can be used on one pump with
controled by the air pressure, and can be used as a safety valve, operating multiguns, and allows one gun shut off while others

continue operating. It also supports guns with different sizes of
nozzles.

n 14

Bypass valve parls Pressure Regulating Valve parts

Contents are subject to change without notice 14
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ON / OFF VALVE
Type Mormal Close
3,790 bar
Frassore: hang (55,000 psi)
Flow Rate 30.3 lpm (8.0 gpmy)
Air Pressure 50 - 100 psi
Typical Response Time @ 55 psig and 50 psig
Opening 0.10s
Closing 035s
| Part Number | 800290
FEATURES

This is a normal close typr on/eff valve with high response time.

DUMP TYPE FOOT CONTROL VALVE
Max Pressure 3,000 bar (43,000 psi)

Max Flow Rate 38 lpm {10 gpm)
Intet Connection 9/18" HP
Qutlet Connection /16" HP

Weight 14 kg (30.861bs)

Part Number 301146
FEATURES

« The ergonaomic handy carrying design
«  Theinstant dump function when the foot padal is released
« Very easy maintenance

DECK CLEANING
Max Pressura 2,760 bar (40,000 psi)
Max Flow Rate 26.5 Ipm (7 gpm)
Raotation Speed 2,000 rpm
Afr Requirement 15 /s @ 6.2 bar (30 scfm)
. § 314 -865.1 mm
Adjust haight (1.24" - 2.56")
Cleaning Width 20.32 cm (B8")
Weight 48 kg (105.8 Ibs)
Part Number | 800287

FEATURES

= High rotating speed
= The adjusterment of the speed and height
« Very easy field maintenance

15 Contents are subgect to change without nobce
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DOUBLE SWITCHING SAFETY VALVE
Max Pressure 2,B00 bar (40,600 psi)
Max Flow Rale | P-A 110 Ipm (29 gpm)
P-R 22 lpm (5.8 gpm)
Max. air pressure 8.0 bar (120 psi)
Air pressure ;
al mak. pressure 4.2 bar {60, psi)
Weaight 13.6 kg (30.0 Ibs)
| Part Number| 80072203
FEATURES
« The bypass function when no gun is using.
[F'}l {R]‘ + The safety function when high pressure exists.

« The on/off function when someone uses with a gun.

TUMBLE BOX
Prassure Range 2,780 bar (40,000 psi)
Max Flow Rate Up to 22 lpm (Bgpm)

Afr Source Requirement 80 psi @ 30cfm for 40,000 psi

Dimension | 37 x 38 x 32 em (14.6" x 15" X 12.67)

Weight 16.0 kg (35 Ibs)

Part Number | 801034

FEATURES

+ The pressurized mode: themulti-gun operation
« The low pressure dump mode: The single gun operation

+ The dry shut-off mode.
Muiti-Mode Cartridge (801013) Dump Assy (BO102T) Control Vavie Assy (B01018)
Easy for field maintenance Assemble with proper orifice size

= B '1"4_\_| ‘ q
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NQZZIES OH Precision ﬂ

O Precision’s cleaning nozzles are high quality for ultra-high pressure waterjet

equipments.

This section features different nozzles for tube cleaning and surface preparation, and three
special heads, the abrasive cutting head, the rotojet and wet sand blasting head.

Part Number Inlet Thread Orifices@Anglie
1@9°, 1@16.5"
700149 916-18UNF-28 | 1@ 12°, 1@16.3°
- 1@14.5°
A=9° 16.5% 12° 16.3% 14.5°
ST ‘ = 'F:; m@@ 800261 9/16-18UNF-2B 4@10°
—_— | 3 E.- F
BO0S06 9/16-18UNF-2B B@0"
BO0267T SMEe-1BUNF-2A 4@m10°
800267-1 | | 916-18UNF-2A 2@10°
Part Number Inlet Thread Assembling
BO0260-XX 3/8- 24 UNF-2A F00149, 800261, 800506
BOO0267, 800267-1
$00410-KX MHAGS Nozzles for tube cleaning

1 ? Contants are subgect (o change without notce
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NOZZLES FOR TUBE CLEANING PartNumber | | InletThread | Orifices@Angie | *
s Ase 2@225°
Stech lu 700443 @io’  |A
= 1,1“ L/ 3/4-16UNF-2B 6@150°
i "‘ﬁ : =
=205, 1@0

: 800259 . A
ey @ 6@ 165
2@45°

B00262 2@60° B

@ SM1E&-1BUNF-2B

800262-1 4@20° B

M 800270 = i c
5/16-24UNF-2A

& 800271 @9 c

800263-20 2@10° D

{

::] 800263-30 | | 7/16-20UNF-2A 2@30°
B00263-45 2@45° D
800264-20 2@20° D

@ 800284-30 FME-20UNF-24 2@30°
800264-45 2@45°

@ 2@15°
800258 7/16-20UNF-2A 2@74° D

Aty

. 1@10°
800266 7/16-20UNF-24 1@20° D

2@30°

*Classification

HOSE & TUBE Part Number Description Classification
e eee—_ ) 190087-XX Hose, 40,500 psi A
1 800206-3 HP Tube, 3.3 m B
e 800782 HP Tube, 3.3 m c
—_— 800781 HP Tube, 3.3 m D

Contants are subgect (o change without notce 18



NQZZIES OH Prer.isinni

ABRASIVE CUTTING HEAD

Suggestion :Gamet #40 - #60
Machine operalion
Max Pressure 3.800 bar (55,000 psi)
Max Flow Rate 22.71 Ipm ( 6.0 gpm) 5‘
Human operation
Max Pressure 2.800 bar (40,800 psi)
Max Flow Rafe 12.98 Ipm (3.42 gpm)
Max Orifice size 0.7 mm { Q276 *)
| Part Number | 800309 |
FEATURES

It can be used in different operations, the machine and personal "Mixing tube (190067) & orifice (700127-XX)
operation, and excellently its efficiency in the cutting is outstanding. shown are not included.
Different size of orifices can be changed to meet different pressure and
Mow rate requirements

WET SAND BLASTING HEAD
hax Prassure 2,800 bar (40,600 psi)
11.0-23.0 lpm
Max Flow Rate 30- 6.0 gom
Inlet Thread 9/6 - 18UNF - 2B
Part Number 800641

* Mixing Tube (120170) & Orifice (700521-XX)
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OH Precision

O Precision Corp. has engaged in waterjet components for over 15 years. The
waterjet part production quality is under stringent control and we unceasingly

research and improve on design and manufacturing of pumps and components.

CUTTING HEAD: PURE WATER CUTTING HEAD: ABRSIVE
700306 700120
* Oyrifice (TO0176-XX) * Mixing Tube (190060} & Orifice (70014 1-XX)
Specification
1,517 -4, 140 bar " :
Pressure range (22, 000 - 60,000 psi) Maximum Air Pressure 120 psig (8.3 bar)
Max Flow Rate T.57 lpm (2.0 gpm ) Maximum Cycle Rate 60 cycles/minute
Shap Alr Must be dry or lubed Respond time to open Less than 0.10 second
Yalve Weight 3531bs (1.6 kg) Respond time to close Less than 0.20 second
Water Pressure @ 22,000 psi @ 65 psig (4.5bar)
Weive Type Normey Cloksd Air Pressure to open | 60,000 psi @ 43 psig (3 bar)

Pressure drop-through valve: 75 psiat 1 gpm

COILS

OHP corp. has the customized purchase orders of different sizes
coils up to 60,000 psi for any waterjet applications.
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OH Precision

0 Precision’s swivels are designed to transfer water from a fixed position to the
rotating one or between two rotating ones in any high pressure waterjet systems.

This section features swivel’s applications for robots& cutting table, cutting and hoses,

respectively. According to the work area, these swivels can be used appropriately.

FOR ROBOTS & CUTTING TABLE

1/4" SWIVEL ASSY
Max, pressure 3,800 bar (55,000 psi)
Max, Rotation Speed 250 rpm

Prassura Drop

Equivalent to 1 m of 1/4" OD HP tubing

Max. Operating Torgue

Running 2.3 N-m (20 inb)
Starting 2.7 M=-m (24 in-b)
Max, Operating Axial Bending Load 1.7 N-m (15 in-b)
700355 90 DEG
Part Number 700356 Type PARALLEL
SWIVEL ASSY

Max. pressure

4,140 bar (60,000 psi)

Max. Rotation Speed

250 rpm

FPressure Drop

Equivalent to 0.54 m of 1/4™ OD HP tubing
Equivalentto 3.4 m of 3/8" OD HP tubing

Max. Opermating Torque

Running

1.8 N-m (16 indb})

Starting

2.3 N=-m (20 in-Ib}

Max. Operafing Axial Bending Load

3.4 M-m (20 in-Ib}

Part Number

700343

700338

Connection

700339

114"

38"

3g”

700355

&

TOO356

21

Contants are subgect (o change without notce



FOR HOSE CONNECTION

FOR WATER BLASTING

800371
BOO37103
80037104

OH Precision

816" HOSE SWIVEL ASSY
Max Pressure 2.800 bar (40,600 psi)
Flow Rafe 68 lpm {18 gpm)
Max Speed 200 rpm
Part Number | 700348
38" HOSE SWIVEL ASSY
Max Pressure 2.800 bar (40,6800 psi)
Filow Rafe 35 lpm (2 gpm)
Max Speed 200 pm
Part Number FO0409
SWIVEL ASSY
2.760bar 2, 7T60bar 1.500 bar
Max Pressure | 45,000 psi) (40,000 psi) (21,700 psi)
Max Flow| Upto 38 lpm Up to 38 lpm Up to 75 lpm
Rate (10.0-gpm) (10.0 gpm) (20 gpm)
Inlet Port | 1-1/8-12UNF-28 1-1/8-120UNF-28 | 13M6-16UN-2B

Shaft

8/76-18LUNF-2A

9/16-18UNF-2A LH.

Connection
MMax rotation 1.000 rpm 1,000 rpm
Body
Diameator 84 mm (2.527) 59 mm {2.37)
Length | 212.6 mm (8.377) 233 mm (9179
| Part Number| 800371 80037103 80037104

Swivels with air motor for Surface Cleaning

Swivels with air moter for Tube Cleaning

Contants are subgect (o change without notce
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OH Precision Corporation

Address; No.340, Tianxin Rd., XinpuTownship,
Hsinchu County 305, Taiwan

Tel :+886 3 5880183

Fax: +886 3 5880260

E-Mail: info@ohprecis.com



